ecifications
PRO-X 72

Model Name

Engine

Engine Type 4stroke, 1 cylinder, Air Cool, Shineray, EPA Approved
Displacement 72cc

Power 3.5kw

Bore / Stroke 47mm x 41.5mm
Compression Ratio 8.8:1

Starting Kick Start

Drive Train

Transmission Semi auto, 4 gears
Drive Chain Drive #420

Max Speed 55 km/h

Suspension

Front | Hydraulic Front Forks
Rear | Spring Over Coil Shock
Brakes

Front / Rear | Drum / Drum

Tires / Wheels

Front / Rear [25-10"/2.5-10"
Wheel Rim | Front: 1.4x10, Rear: 1.4x10
Dimensions

Wheel Base 36.6" (93cm)

Ground Clearance 7" (17.8¢cm)

Seat Height 21.6" (55cm)

Fuel Capacity 3.7L

Dry Weight 110Ibs (50kg)
Recommended Max Rider Weight 110lbs (50kg;

ations
PRO-X 107

Model Name

Engine

Engine Type 4stroke, 1 cylinder, Air Cool, Shineray, EPA Approved
Displacement 106.7cc

Power 5.0kw

Bore / Stroke 52.4mm x 49.5mm
Compression Ratio 9:0:1

Starting Kick Start

Drive Train

Transmission Semi-Auto, 1-down, 3-up
Drive Chain Drive #428

Speed 65 km/h

Suspension

Front \ Hydraulic Front Forks

Rear | Nitrogen Air Adjustable Shock
Brakes

Front / Rear | Hydraulic Disc — Twin Piston
Tires / Wheels

Front / Rear [ 60/100 - 14" ; 80/100 — 12
Wheel Rim | Front: 1.4x14" Rear: 1.6x12”
B o

Wheel Base 47.2" (120cm)

Ground Clearance 5" (292.1cm)

Seat Height 4.8" (63cm)

Fuel Capacity 7L

Dry Weight 43 Ibs (65 kg)

120cc PiT BIKE

ecifications
Model Name PRO-X 120
Engine
Engine Type 4stroke, 1 cylinder, Air Cool, Shineray, EPA Approved
| Displacement 119.7cc
Power 6.2kw
| Bore / Stroke 54mm x 54mm
Compression Ratio 9.0:1
Starting Kick Start
Drive Train
Transmission Manual, 5 gears
Drive Chain Drive #428
Speed 80 km/h
Suspension
Front | Hydraulic Front Forks
Rear | Nitrogen Air Adjustable Shock
Brakes
Front / Rear | Hydraulic Disc — Twin Piston
Tires / Wheels
Front / Rear [ 70/100 - 17" ; 80/100 — 14"
Wheel Rim | Front: 1.6x17" Rear: 1.85x14"
Dimensions
Wheel Base 49.6” (126cm)
Ground Clearance 14” (36cm)
Seat Height 32.3" (82cm)
Fuel Capacity 4L
Dry Weight 159 Ibs (72 kg)
Recommended Max Rider Weight 160 Ibs (73kg)

Recommended Max Rider Weight

132 Ibs (60kg)




